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  Smart Line 
An aggregate with all functions in a compact design 

for light duty operations. Increase the efficiency of 

your CNC machining center with the possibility of 

additional operations and faster tool changes.  

Excellent performance at an attractive price. 
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Smart Line  Duo 
CNC aggregate with two outputs.  

Designed for drilling, routing and sawing operations.  
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¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

 

Machining  Angle: 90° 

 

Spindle Outputs: Collet ER 25, saw 

blade 

Spindle Direction: One exit same, one  

opposite drive direction 

 

Rotating direction left or right. 

Spindle rotating direction same as drive 
rotating direction – one tool running 
same, one tool running opposite drive 
direction. 

Aggregate can be rotated 360° around 
drive. 

{ǇƛƴŘƭŜ {ǇŜŜŘ       8,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ     12,000 RPM max 

 

DŜŀǊ wŀǝƻ           1:1,5 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ          15 Nm/12 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ                 85Á C / 185Á F max 



Smart Line Vario 
CNC aggregate with adjustable angle.  

Designed for drilling, routing and sawing operations. 
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¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 0-100° 

 

Spindle Outputs: Combination output 

ER 25/saw blade, saw blade 

Spindle Direction: Opposite drive  

direction 

 

Rotating direction left or right. 

Aggregate can be rotated 360° around 

drive. 

{ǇƛƴŘƭŜ {ǇŜŜŘ  12,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ  12,000 RPM max 

 

DŜŀǊ wŀǝƻ                   1:1 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ        15 Nm/12 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ               85Á C / 185Á F max 



Smart Line Extra 

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 90° 

 

Spindle Outputs: Collet ER 25 

Spindle Direction: Opposite drive 

direction 

 

Rotating direction left or right. 

Aggregate can be rotated 360° 

around drive. 

CNC aggregate with one output in offset design.  

Designed for drilling and routing, especially for lock recess.  
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{ǇƛƴŘƭŜ {ǇŜŜŘ  8,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ               12,000 RPM max 

 

DŜŀǊ wŀǝƻ        1:1,5 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ         4 Nm/3 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ            85Á C / 185Á F max 



Function Line 
Reliable and durable, these aggregates are suited 

for high performance and continuous operation. 
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Function  Mono/Duo 

 ¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

 

Machining Angle: standard 90°, any other angle 

available. 

Spindle Outputs: Collet ER 25, ER 32, saw blade. 

Spindle Direction: Same as drive (MONO) or one 

same, one opposite drive (DUO) 

!ǾŀƛƭŀōƭŜ ƛƴ ŎƻƴǾŜƴǝƻƴŀƭ ƻǊ ƳƻŘǳƭŀǊ ŘŜǎƛƎƴΦ 

 

Rotating direction left or right. 

 

CNC aggregate with one output (MONO) or two outputs (DUO). 

Designed for drilling, routing and sawing operations.  

mono 

duo 
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{ǇƛƴŘƭŜ {ǇŜŜŘ   10,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ   5,000/15,000 RPM 

 

DŜŀǊ wŀǝƻ   1:1,5 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ  20 Nm/15 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ   85Á C / 185Á F max. 



Function Quattro 
CNC aggregate with four outputs. 

Designed for drilling, routing and sawing operations.  

 ¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 90° 

Spindle Outputs: Collet ER 25, ER 32, saw blade. 

Spindle Direction: Three exits same, one oppo-

site drive direction. 

 

Rotating direction left or right. 

Aggregate can be rotated 360° around drive. 
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{ǇƛƴŘƭŜ {ǇŜŜŘ   10,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ   15,000 RPM max 

 

DŜŀǊ wŀǝƻ   1:1,5 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ  20 Nm/15 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ   85Á C / 185Á F max. 



Function Vario 

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 0-100° 

 

Spindle Outputs: Combination output  

ER 25/saw blade, saw blade and pitch circle 

45 mm, alternatively 52 m 

Spindle Direction: Opposite drive  

direction 

 

Rotating direction left or right. 

Angle adjustable with nonius. 

Aggregate can be rotated 360° around 

drive. 

CNC aggregate with adjustable angle.  

Designed for drilling, routing and sawing operations.  
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{ǇƛƴŘƭŜ {ǇŜŜŘ  15,000 RPM max 

 

¢ƻƻƭ {ǇŜŜŘ  15,000 RPM max 

 

DŜŀǊ wŀǝƻ  1:1 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 20 Nm/15 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max. 



Function Extra/Extra II 

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining angle: 90° 

Spindle outputs: Collet ER 32 weldon and 

spindle for Omega router, ER 16 

Spindle direction: Opposite drive direction 

 

%842! 

Designed for drilling and routing, especially for 

lock recess.  

Rotating direction left or right.  

Aggregate can be rotated 4 x 90° around drive. 

%842! )) 

For corner notching.  

Spindle output for special tool.  

Position of tool spindle: 90°.  

Rotating direction left or right.  

Aggregate can be rotated 4 x 90° 

around drive. 

 

CNC aggregate with one output in offset design. 

ŜȄǘǊŀ 

ŜȄǘǊŀ LL 13 

{ǇƛƴŘƭŜ {ǇŜŜŘ  10,000 RPM max 

   Extra II: 8,000 RPM max 

¢ƻƻƭ {ǇŜŜŘ  15,000 RPM max 

   Extra II: 12,000 RPM max 

DŜŀǊ wŀǝƻ  1:15 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 20 Nm/15 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Function  Soft Touch 
CNC aggregate for drilling, routing and sawing with surface copying function.  

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

¢ƻƻƭ /ƻƴƴŜŎǝƻƴΥ Modular for ER 25, ER 32, 

tool bar, shrink-fit adapter, saw blade. 

{ǇƛƴŘƭŜ 5ƛǊŜŎǝƻƴΥ Same as drive ÄÉÒÅÃÔÉÏÎȢ 

!ǾŀƛƭŀōƭŜ ƛƴ ŎƻƴǾŜƴǝƻƴŀƭ ŘŜǎƛƎƴ ƻǊ ǿƛǘƘ 

ƳƻŘǳƭŀǊ ǘƻƻƭ ŎƭŀƳǇƛƴƎ ǎȅǎǘŜƳΦ 

Rotating direction left or right. 

Aggregate can be rotated 360° around 

drive. 

9ȄŀŎǘ ƳŀŎƘƛƴƛƴƎ ǊŜǎǳƭǘ ŘǳŜ ǘƻ ƅƻŀǝƴƎ ŎŀǇŀŎƛǘȅ ƻŦ мл 

ƳƳ ŀƴŘ ŀŘƧǳǎǘŀōƭŜ ƅƻŀǝƴƎ ǇǊŜǎǎǳǊŜΦ IƛƎƘŜǎǘ ƻǇŜǊŀπ

ǘƻǊ ŜŀǎŜ ŘǳŜ ǘƻ ƘŜƛƎƘǘ ŀŘƧǳǎǘƳŜƴǘ ŎŀǇŀōƛƭƛǘȅ ƻŦ ǘƻƻƭ 

ŎƻƴƴŜŎǝƻƴΣ ƛƴ ƛƴŎǊŜƳŜƴǘǎ όǎǘŜǇǎύ ƻŦ лΣлм ƳƳΦ  

IƛƎƘŜǎǘ ƅŜȄƛōƛƭƛǘȅ ŘǳŜ ǘƻ ƳƻŘǳƭŀǊ ǘƻƻƭ ŎƻƴƴŜŎπ

ǝƻƴΦ  LƴǘŜƎǊŀǘŜŘ ŎƻƳǇǊŜǎǎŜŘ ŀƛǊ ǎǳǇǇƭȅ ŦƻǊ 

ǘƘŜ ŜǾŀŎǳŀǝƻƴ ƻŦ ǎŀǿ ŘǳǎǘΦ CƭŜȄƛōƭŜ ǊŜŀŎǝƻƴ 

ǘƻ ŘƛũŜǊŜƴǘ ŎǳǎǘƻƳŜǊ ǊŜǉǳƛǊŜƳŜƴǘǎ ǿƛǘƘ ŀ 

ǾŀǊƛŜǘȅ ƻŦ ƅƻŀǝƴƎ ōŜƭƭǎΣ ŀǊƳǎ ŀƴŘ ǎƘƻŜǎΣ Ŝŀǎƛπ

ƭȅ ƛƴǘŜǊŎƘŀƴƎŜŀōƭŜΦ 5ƛũŜǊŜƴǘ ƳŀǘŜǊƛŀƭǎ ƻŦ 

ƅƻŀǝƴƎ ōŜƭƭǎΣ ŀŘŀǇǘŜŘ ǘƻ ŘƛũŜǊŜƴǘ ǎǳǊŦŀŎŜ 

ƳŀǘŜǊƛŀƭǎΦ 14 

{ǇƛƴŘƭŜ {ǇŜŜŘ  18,000 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  18,000 RPM max 

    

DŜŀǊ wŀǝƻ  1:1 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 15 Nm/10 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 

*нпΣллл wta ǿƛǘƘ ƘȅōǊƛŘŜ ōŜŀǊƛƴƎǎ 



FunctionVerti/Hori 
CNC aggregate with multiple spindles for vertical or horizontal operations.  

Designed for drilling and routing.  

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Spindle Outputs: Weldon or Collet 16. 

Spindle Direction: Alternating  

left/right. 

 

Rotating direction left or right. 

Rotating direction spindles alternating 
left/right. 

Aggregate can be rotated 360° around 

drive. 

 

!Ƴƻǳƴǘ ƻŦ ǎǇƛƴŘƭŜǎ ŀƴŘ ǇŀǧŜǊƴǎ ƻƴ  

ǊŜǉǳŜǎǘΦ  

!ǾŀƛƭŀōƭŜ ŦƻǊ ƘƛƴƎŜǎ ŀƴŘ ŀǎȅƳƳŜǘǊƛŎ  

ǇŀǧŜǊƴǎΦ 

hori  

verti  15 

{ǇƛƴŘƭŜ {ǇŜŜŘ  10,000 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  10,000 RPM max 

    

DŜŀǊ wŀǝƻ  1:1 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 15 Nm/10 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Ultra Line 
These aggregates have been designed for extreme 

applications using complex materials. A solid and 

sturdy product, capable of continuous operation and 

the highest loads. 
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Ultra Mono/Duo 

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 90° 

!ƴȅ ǇƻǎǎƛōƭŜ ŀƴƎƭŜ ŀǾŀƛƭŀōƭŜΦ 

 

Spindle Outputs: Collet ER 25, ER 32, 

saw blade connection standard or with 

clamping cover, extended tool spindle 

for profile tools. 

Spindle Direction: Same as drive  

direction, one opposite (DUO). 

CƻǊ ƘƛƎƘŜǎǘ ǇŜǊŦƻǊƳŀƴŎŜ ƛƴ Ŏƻƴǝƴǳƻǳǎ 

ƻǇŜǊŀǝƻƴΣ ǿƛǘƘ ƻƛƭ ōŀǘƘ ƭǳōǊƛŎŀǝƻƴΦ  

CNC aggregate with one output (MONO) or two outputs (DUO). 

Designed for drilling, routing and sawing. 

mono 

duo 17 

{ǇƛƴŘƭŜ {ǇŜŜŘ  10,000 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  15,000 RPM max 

    

DŜŀǊ wŀǝƻ  1:1,5 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 22 Nm/17 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Ultra Mono R/Duo R 
CNC aggregate with one output (MONO R) or two outputs (DUO R). 

Designed for drilling, routing and sawing.   

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: 90° 

!ƴȅ ǇƻǎǎƛōƭŜ ŀƴƎƭŜ ŀǾŀƛƭŀōƭŜΦ 

 

Spindle Outputs:  Collet ER 25, ER 32, saw 

blade connection standard or with clamping 

cover, extended tool spindle for profile 

tools. 

Spindle Direction: Spindle rotating direc-

tion same as drive rotating direction 

(MONO) – one tool running same direction, 

one tool opposite  (DUO) 

Also in R version with gear reduction for opti-

mum relation of motor spindle torque and ma-

chining tool speed, particularly for a large diame-

ter saw blade όǳǇ ǘƻ оллƳƳ ŘƛŀƳŜǘŜǊύ or heavy 

profile cutting tool.  

CƻǊ ƘƛƎƘŜǎǘ ǇŜǊŦƻǊƳŀƴŎŜ ƛƴ Ŏƻƴǝƴǳƻǳǎ  

ƻǇŜǊŀǝƻƴΣ ǿƛǘƘ ƻƛƭ ōŀǘƘ ƭǳōǊƛŎŀǝƻƴΦ  

mono 

duo 18 

{ǇƛƴŘƭŜ {ǇŜŜŘ  12,000 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  8,100 RPM max 

    

DŜŀǊ wŀǝƻ  1:0,676 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 22 Nm/17 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Ultra Vario 
CNC aggregate with adjustable machining angle.  

Designed for drilling, routing and sawing. 

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

Machining Angle: -100° to +100° 

 

Spindle Outputs: Combi ER 25/Saw or 

saw blade. 

Spindle Direction: Same as drive  

direction. 

 

Rotating direction left or right. 

Adjustment regulation with nonius. 

Aggregate can be rotated 360° around 

drive. 

 

CƻǊ ƘƛƎƘŜǎǘ ǇŜǊŦƻǊƳŀƴŎŜ ƛƴ Ŏƻƴǝƴǳƻǳǎ 

ƻǇŜǊŀǝƻƴΣ ǿƛǘƘ ƻƛƭ ōŀǘƘ ƭǳōǊƛŎŀǝƻƴΦ  
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{ǇƛƴŘƭŜ {ǇŜŜŘ  13,760 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  15,000 RPM max 

    

DŜŀǊ wŀǝƻ  1:1,09 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 22 Nm/17 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Ultra Moulder Knife 
CNC aggregate with Moulder Knife.  

Designed for the use of a moulder knife or saw blade 

package for highest performance in continuous  

operation, with oil bath lubrication.  

In R version with gear reduction for optimum rela-

tion of motor spindle torque and machining tool 

speed.  

¢ŜŎƘƴƛŎŀƭ 5Ŝǘŀƛƭǎ 

aŀŎƘƛƴƛƴƎ !ƴƎƭŜΥ 90° 

 

{ǇƛƴŘƭŜ hǳǘǇǳǘǎΥ Shaft, diameter 30mm, 

clamping width 120mm. 

{ǇƛƴŘƭŜ 5ƛǊŜŎǝƻƴΥ Same as drive  

direction. 

20 

{ǇƛƴŘƭŜ {ǇŜŜŘ  12,000 RPM max 

    

¢ƻƻƭ {ǇŜŜŘ  7,690 RPM max 

    

DŜŀǊ wŀǝƻ  1:0,641 

 

aŀȄƛƳǳƳ ¢ƻǊǉǳŜ 22 Nm/17 ft. Lbs max 

 

¢ŜƳǇŜǊŀǘǳǊŜ  85Á C / 185Á F max 



Customized Aggregates 

Customized aggregate solutions are available for practically every problem or task, for as many differ-

ent machine connections and tool outputs as required. Whatever your need may be, whether it is HSK 

50 F, ISO 30 with or without teeth, direct drive, sawing, routing, drilling, moulding, horizontally, verti-

cally or any possible angle, there’s an aggregate head for the job! Contact us for more information. 
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ǿǿǿΦƎǳƘŘƻΦŎƻƳ 


